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TECHNICAL DATA

Security system: electrical

Ignition: with pilot current and hf ignition 1
Cutting current: 120 amp. - 100% duty cycle

Gas supply: clean, dry air at 4 bar - 50 It./min.

j P Water feed - pilot cable 3/8" - 24 UNF
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@ v 13| Airhose 9/16"- 18 UNF

]; ¥ J | Power cable - water return M12x1,5

For OEM torchonly 4
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ITEM Part No | ORIGINAL REF. | PACK
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= | PLTI2HG | Torcia completa mt. 6 con raccorderia - Complete torch 6 Mts | [ )
] | PLT12H.12 Torcia complela mt. 12 con raccorderia - Complete torch 12 Mts _ [ 1
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PLOT12 06K Kit corpo torcia-+impugnatura - Kit torch head-+handle [
| | pLT12H.06 | Corpo lorcia y - Torch head |
| PLCES0.08T | Impugnatura con micro - Handle with switch _
(A5 sa | PLOTBOOIT | Eletirodo Hi nichelato con Teflon : - Electrode Hf with Teflon | Ha39M00 [ 10 ]
| PLCHUN-02 ['3a]| Chiave - Wrench for tip and electrode |
) i | = e B
4 I P@]lz 02.08 _- Ugello ll:hf.lqtn 80,8 mm. 30A -Tip@08mm. 30A _' _ HB39K03 ' 10
% 5 PLOT12.02, 10 | Ugello nichelato @ g1, 0 mm. 50A -Tip@1,0mm. 50A [ HB39K02 ' 10
= PLOTI202.13 | Ugellonichelalo @1,3mm. 80A  -Tip@13mm. 80A |_H83gKo1 | 10 |
| | PLOT12. 02 16 | Ugello nichelato @ 1,6 mm. 120A -Tip@16mm. 120 H839G03 | 10
5 — PLT12H.033 | Protezione esterna in ceramica - Outside nozzle, CERAMIC ' ' 10
| | PLT12H.03T | Protezione esterna - Outside nozzle | I 10
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6 f'—“] | PLOT1203 | Protez. est. snlu per OTC-D-12000- omamntz - Shield cup for genuine torch head ONLY |  H839602 [ 10 |
I | | _ === |
7 ; 0 | PLT12H.04 | Distanzialeaduepunte - Double pointed spacer ] [ 10
MACHINE TORCH H20 T 120W SUITABLE FOR: OTC D-12000
' PLT12H.6M I | Torcia macchina numpleta mt. 6 - Machine complete torch 6 Mts
; PLT12H 12!1___ i [ Torcia macchina completa mt. 12 - Machine c_u_mp_l_e_tE t_g_r_c!a 12 Mts = _ L
| PLT12.06M | Corpo torcia Macchina -Machine torchhead
| PLTD52.08.M ] Impugnatura macchina = Machlne handle ol ]
PLOT12.06MK | Ki_t  corpo torcia macchina-+impugn. B Kﬂ machme Icr_cﬂﬂpia_d 4_-_!1_;11_11!8
{ | COOLING SYSTEM SPECIFICATIONS
PRESSURE REGUIRED: 5 by The midure o
PR : 3, is mibtur i i
COOLANT {_IUAN'II'I’\’ REQUIRED: 2,2 - 2,5 It./min. msuzﬁ ol D::: :“am“m !gfer:"sl;ﬁ? i mﬂ&tmﬂ t::upl:':::\:sfomnw
The coolant is cbtained by mixing water (deionized onty) the life and good function of tho torch. For this reason,
with a glycol - based antifreeze, you are advised 10 use antifreozo oven during the summer.
in quantities which depend on the ambient condition. WARNING!
To faciitate this operation, follow these indications: Failure of coolant circulation will cause the torch to overheat resulting in damage to the head.
20% antifreeze when the amblent temperature is around - 10°C Be vory carefull with the during the ion of the cooling tubes
30% antifreeze when the ambient temperature is around - 20°C - Blue hallmark: coolant supply
" 40% antifreeze when the ambient tempaerature is around - 30°C - Red halimark: coolant return
= 50% antifreeze when the ambient temperature is around - 40°C
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NEW COIR s.p.A is in no way affiliated with OTC" . The parts advertised for sale are not genuine OTC" parts, but are parts made for and by NEW COIR spA
Reference to OTC" machine. torches and numbers are for vour convenience only. We reserve the right to substitute genuine OTC" parts in place of NEW COIR spA parts.
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