NEW COIRs;n

CE EN50078 Part No

[ WpP-9.12RE.12
WP-9.25RE.12

WP-9.12RE.D212
WP-9.25RE.D212

WP-9

DESCRIPTION

TORCE TIG WP-8 CON PULSANTE - TIG TORCHES WP-9

| mt4-12x1
mi.8 - 12x1

Torcia Tig WP-0
Torcia Tig WP-9

- TiGtorch WP-9 mt.4 - 12x1
- TIG torch WP-9 mt.8 - 12x1

mi4 - DINSE'25 .12
m!.8 - DINSE"25 .12

Torcia Tig WP-9
Torcia Tig WP-9

| WP-9.12RE.D712

WP-9V | WP-9.25RE.D712

mt4-DINSE'70 .12
mL8 - DINSE'70..12

Torcia Tig WP-9
 Torcia Tig WP-9.

- TIG torch WP mit.4 - DINSE’25 .12
- TIG torch WP-9_ mL8 - DINSE'25 .12

- TiGtoch WP-9 mt4-DINSE'70.12
- TIGtorch WP-9 mt8 - DINSE'70..12

TORCE TIG WP-9V CON RUBINETTO - TIG TORCHES WP-9V WITH VALVE

WP-9V.1212 | TorciaTigWP-9V mt.4-12x1 - TIG torch WP-0V with valve mi4 - 12x1
WP-9V.25.12 Torcia Tig WPV mt.8 - 12x1 - TIG torch WP-9V with valve mt.8 - 12x1
I"'ﬁsmw‘ POWER ‘ cooLNG| WP-9V12.0212 | TorclaTigWP-SV mid-DINSE'25.12 - TIG torch WP-9V with vave . - DINSE'25.12 |
| CLASS | 35% WP-9V.25.0212 | Torcia Tig WP-9V_mi.8 - DINSE"25 .12 - TIG torch WP-9V with valve mt.8 - DINSE"25 .12
| ‘ 10DC | o | WP-9V12.0712 | Torcia Tig WP-9V mi4 - DINSE'70 .12 - TIG torch WP-9V with valve mt.4 - DINSE'70 .12
95AC | WP-9V.25.0712 | Torcia Tig WP-0V L8 - DINSE'70..12 - TIG torch WP-V with valve mt.8 - DINSE'70 .12 |
TORCE TIG WP-17 CON PULSANTE - TIG TORCHES WP-17
WP-17 | WP-17.12RE.12 ‘ Torcia Tig WP-17 mt.4 - 12x1 T - TiGlorch WP-17 mtd-12x1
| WP-17.25RE.12 Torcia Tig WP-17_mL8 - 12x1 - TIG torch WP-17_ mt:8 - 12x1
& WP-17.12RE.D212 | Torcia Tig WP-17 m.4 - DINSE'25 .12 - TIG torch WP-17 mt.4 - DINSE"25.12
: | WP-17.25RE.D212 | Torcia Tig WP-17 mi.8 - DINSE"25 .12 - TIG torch WP-17 mt,8 - DINSE"25 .12
WP-17.12RED712 | Torcia Tig WP-17 mL.4 - DINSE'70 .12 - TIG torch WP-17 mt.4 - DINSE*70 .12
WP“'N/ | WP-17.25RE.0712 | Torcia Tig WP-17 mL8 - DINSE'70 .12 - TIG torch WP-17_mt.8 - DINSE'70 .12 |
& TORGE TIG WP-17V CON RUBINETTO - TIG TORCHES WP-1 TV WITH VALVE
WP-17V12.12 | Torcia Tig WP-17V  mt.4 - 12x1 - TIG torch WP-17V with valve mt.4 - 12x1
WP-17V.25.12 Torcia Tig WP-17V  mL.8 - 12x1 - TIG torch WP-17V with valve mt.8 - 12x1
‘ TENSION | Powen" coEL;N:a WP-17V.12.0212 | Torcia TiQWP-17V. mi.4-DINSE'25.12 - TIG torch WP-17V with valve mt.4 - DINSE"25..12
CLASS | 35% WP-17V.25.0212 | TorciaTigWP-17V_m1.8 - DINSE'25.12 - TIG torch WP-17V with valve mt.8 - DINSE'25.12|
: L 140 DC WP-17V.12.0712 | Torcia Tig WP-17V_ mi.4 - DINSE'70 .12 - TIG torch WP-17V with valve mi.4 - DINSE*70.12
I | 125AC | | WP-17V.25.0712 | TorciaTig WP-17V_mL8- DINSE'70.12 - TIG lorch WP-17V with valve mt.§ - DINSE'70.12
TORCE TIG WP-26 CON PULSANTE - TIG TORCHES WP-26
WP-26 / | WP-26.12RE.12 } Torcia Tig WP-26 mt.4 - 12x1 - TiGlorchWP26 mtd-12xt |
WP-26,25RE.12 | Torcia Tig WP-26 ml.8 - 12x1 - TIGtorch WP-26 mt.8-3/8°G
\WP-26.12RE.D712 | TorclaTig WP-26 mtd-DINSE'70.12 - TIG torch WP-26 mtd - DINSE'70.12
| WP-26.25RE.D712 | TorciaTig WP-26 mt.8-DINSE'70.12 - TIG torch WP-26 mt.8 - DINSE'70.12 |
TORCE TIG WP 26V CON RUBINETTO - TIG TORCHES WP- ZEV WITH VALVE
| WP-26V1212 | TorciaTig WP-26V mt.d - 12x1 - TIG torch WP-26V with valve mt.4 - 12x1
WP-26V.25.12 | Torcia Tig WP-26V _ mL8 - 12x1 - TIG torch WP-26V with valve mt8 - 12x1 |
| TENSION| POWER| o1 (| WP-26V12D712 | Torcia Tig WP-26V mt4 -DINSE70.12 - TIG lorch WP-26V with valve mt.4 - DINSE'70 12|
| CLASS | 35% | T WP-26V.25.0712 | TorciaTigWP-26V mt8-DINSE'70.12 - TIG torch WP-26 with valve mt8 - DINSE'70 .12
180 DC
150 AC ‘ i
TORCE TIG WP-24G CON PULSANTE - TIG TORCHES WP-24G
WP-24G | WP-24G12RE12 | TorciaTigWP-246 mtd-12x1 - TiGlochWP-246 mtd-12xt |
¢ WP-24G.25RE.12 | Torcia Tig WP-24G mt.8 - 12x1 ch WP-24G mL8 - 12x1 |
& " WP-24G.12RE.D212 | Torcia Tig WP-24G mlL4 - DINSE'25 .12 chWP-24G mi4-DINSE'25.12 |
| WP-24G.25RE.D212 | Torcia Tig WP-246 mt.8 - DINSE'25.12 - TIG torch WP-24G mt8 - DINSE'25.12
WP-24G.12RE.D712 | TorciaTig WP-24G mtd-DINSE'70.12 - TIG torch WP-24G mt.4 - DINSE'70.12
WP-24G.25RE.D712 | Torcia Tig WP-24G mt.8 - DINSE'70.12 - TIG torch WP-24G mL8 - DINSE'70.12

COMPLETE TIG TORCHES - 12)(1 AIR COOLED

CONNECTION

-

12x1

12x1

COMPLETE TIG TORCHES HIGH FLEX - 12X1 - AIR COOLED

[ "Tension| Power| .. .|
!. cmss‘ A |COOLING N
110 DC '
BT
wwy
TENSiON[POWEFl Iwp-17.12HE12
COOLING |
‘ CLASS | 85% | WP-17.25.HF.12
3 ‘mnc [WP-17.12.HED712

| 125 AC | :WP 17.25.HRD712

WP-ZBy

4

| TEnSION | POWEH [we-26.12.HF 12
COOLING |
‘ CLASS | | WP-26.25.HF.12
[ | 180 Dc| | WP-26.12.HED712
| 150AC | | WP-26.25.HFD712

TORCE TIG WP-17 CON PULSANTE - TIG TORCHES WP-17 HIGH - FLEX

Torcia Tig WP-17 High-Flex mt.4 - 12x1
Torcia Tig WP-17 High-Flex m.8 - 12x1
R Torcia Tig WP-17 High-Flex mt.4 - DINSE*70.12 - TIG torch WP-17 High-Flex mt.4 - DINSE'70 .12

_______ DINSE®

- TIG torch WP-17 High-Flex mt.4 - 12x1
- TIG torch WP-17 High-Flex mt.8 - 12x1

Torcia Tig WP-17 High-Flex mt.8 - DINSE*70 .12 - TIG torch WP-17 High-Flex mt.8 - DINSE'70 .12

TORCE TIG WP-26 CON PULSANTE - TiG TORCHES WP-26 HIGH - FLEX

Torcia Tig WP-26 High-Flex mt.4 - 12x1
| Torcia Tig WP-26 High-Flex mt.8 - 12x1

Torcia Tig WP-26 High-Flex mt.4 - DINSE'70 .12 -
Torcia Tig WP-26 High-Flex mt.6 - DINSE'70 .12 - TIG torch WP-26 High-Flex mt.8 - DINSE'70 .12

= TIG torch WP-26 High-Flex mt.4 - 12x1
- TIG torch WP-26 High-Flex mt.8 - 12x1
TIG torch WP-26 High-| -Flex mt.4 - DINSE'70 .12

R

12x1

146G

TIG



NEW COIR s,

CE_EN50078 Part No DESCRIPTION CONNECTION
TORCE TIG WP-18 CON PULSANTE - TIG TORCHES WP-18
WP-18 [WP-18.12RE12 | Torcia Tig WP-18 mt4 - 12x1 < TIG torch WP-18. mt4 - 12x1
7 W | wameWers s - Towoeis me-i
WP-18.12RE.D712 | TorclaTig WP-18 mt.4 - DINSE'70 .12 - TIG torch WP-18 mt.4 - DINSE'70.12
| WP-18.25RE.D712 | Torcia TigWP-18 mL8-DINSE'70.12 - TIGlorch WP-18 mt8 - DINSE'70.12 _
* TENSION | POWER | = 9
‘ CLASS = 100% co?”f‘f » = T
3200C
e Jiaac | RETEY ]
TORCE TIG WP 20 CUN PULSANTE - TIG TORCHES WP-20 0
WP-20 | WP-20.12RE12 | TorclaTigWP-20 mtd-12x1 - TiGtorch W20 mt.d - 121 ' 2
| WP-20.25RE.12 | TorciaTig WP-20 mi8-12x1 - TIG torch WP-20 mt.8 - 12x1__ 2| o
WP-20,12RE.0712 | Torcia Tig WP-20 ml.4 - DINSE'70..12 - TIG torch WP-20 mt.4 - DINSE'70..12 ass
P | WP-20.25RE.D712 ' Torcia Tig WP-20 mL.8 - DINSE'70 .12 - TIG torch WP-20 L8 - DINSE'70..12 B
| TENSION | POWER | | A . =R =
| “otass | oo |CO0UNC|
250 DC
L | S20ac | WATER |
TORCE TIG WP-25 CON PULSANTE - TG TORCHES WP-25
| WP-25.12RE.12 Torcia Tig WP-25 mtd - 121 - TiGlorch WP-25 mtd - 12x)
\WP-2525RE12 | Torcia Tig WP-25_mi.8 - 12x1 - TIG torch WP-25_ mt8 - 12x1
WP-25.12RE.D712 | Torcia Tig WP-25 mL4 - DINSE'70.12 - TG torch WP-25_ mL.4 - DINSE'70..12

WP-25.26RE.D712

COMPLETE TIG TORCHES - 12x1 - WATER COOLED

Torcia Tig WP-25 mt.8 - DINSE'70 .12

- TIG torch WP-25 mt.8 - DINSE"70 .12

TORCE TIG WP-24W CON PULSANTE - TIG TORCHES WP-24W

| Torcia Tig WP-24W mt.4 - 12x1

WP-24W.25RE.12 Torcia Tig WP-24W mt.8 - 12x1

- TIG torch WP-24W  mtd - 12x1 |
- TIG torch WP-24W mt.8 - 12x1

2 Torcia Tig WP-24W mt.4 - DINSE'70 .12
2 Torcia Tig WP-24W mL.8 - DINSE'70 .12

- TIG torch WP-24W mL.4 - DINSE"70 .12
- TIG torch WP-24W mL8 - DINSE"70 .12

| TEnsion| Power |
Gass | o |coouNe|
250 DC | '
L | 220 A | WATER
WP-24W | WP-24W.12RE.12
I WP-24W.12RE.O71
WP-24W.25RE.D71
TENSION | POWER'
CLASS ‘ 100% COOLING|
180DC |
L _1mACIwATEn .

COMPLETE TIG TORCHES HIGH FLEX - 12x1 - WATER COOLED

WP-18 y

4

| TENSION | POWER |
CLASS | 100% ‘ o

[ we- 18.12.HR12

WP-18.25.HF 12

[WP-18.12.HFD712
| WP-18.25.HFD712

3200C |
L |270ac | WATER |

WP-20 HF

&

| TENSION | POWER |

% WP-20.12HF12
CLASS | 100% | COCHNG

WP-20.25HF12

WATER WP-20.12 HED712

| WP-20.25 HFD712

¢ | 250 DC
| 220AC

Torcia Tig WP-20 High-Flex mt.4 - 12x1

TORCE TIG WP-18 CON PULSANTE - TIG TORCHES WP-18 HIGH - FLEX 2
( w0,
Torcia Tig WP-18 High-Flex mL.4 - 12x1 - TIG torch WP-18 High-Flex_mid-12x1 s
Torcia Tig WP-18 High-Flex mL.8 - 12x1 - TIG torch WP-18 High-Flex mt.8- 12x1 WG
Torcia Tig WP-18 High-Flex mt 4 QINSE'TI) A2 - TIG torch WP-18 High-Flex mt. 4. DINSE'70 12
Torcia Tig WP-18 High-Flex mi8 - - DINSE*70 .12 - TIG torch WP-18 High-Flex mt8 - DINSE"70 .12/
146, £
TORCE TG WP-20 CON PULSANTE - TIG TORCHES WP-20 HIGH - FLEX & -3

Torcia Tig WP-20 High-Flex mi.8 - 12x1
Torcla Tig WP-20 High-Flex mL.4 - DINSE'70 12 -
Torcla Tig WP-20 High-Flex mi.8 - DINSE'70 .12 -

- TIG torch WP-20 High-Flex mt.4 - 12x1 1 DINSE* .
_ - TIG torch WP-20 High-Flex mt.8 - 12x1 i -
TIG torch WP-20 High-Flex mi.4 - DINSE'70 .12
TIG torch WP-20 High-Flex_miL8 - DINSE*70 .12

= élg

TIG
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